LEGENDA SVITIDEL EXPOZICE JIZNi AFRIKA — ZMENA A ETAPA 1.

OZN | POPIS SVITIDLA POZNAMKA

A SVITIDLO LED 7500im,50W,L=1575mm,IP65,KRYT OPAL

B SVITIDLO LED 5500im,40W,L=1275mm,IP65,KRYT OPAL

C SVITIDLO LED 2700Im,27W,D=375mm,|P44,KRYT OPAL

D SVITIDLO LED 2700Im,27W,D=375mm,1P44,KRYT OPAL
SM MIKROVLNNY SENZOR

H SVITIDLO LED 3600Im,33W,MODUL 600x600mm, P20
MRIZKA LESTENY AL (RAMECEK PRO MONTAZ PRISAZENI)

N SVITIDLO LED 2700Im,27W,D=375mm,IP44,KRYT OPAL

L SVITIDLO LED 2500im,21W,L=600mm, P44 S VYPINACEM (NEDES)
DO LINKY

R REFLEKTOR LED 20 000Im,200W,IP65, ASYMETRICKY

F SVITIDLO ZAVESNE IP54 — ZAROVKA LED 28W E27
VIZ.PRILOHA

NOUZOVE SVITIDLO LED 110im,1W,IP65 3h

PRI VYBERU SVITIDEL JE TREBA DODRZET JEJICH PROJEKTOVANE PARAMETRY
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SVIiTIDLO C-D-N

Kruhové prisazené LED svitidlo

Téleso:

Bile lakovany ocelovy plech
(RAL9003)

Opticky systém:

KO - opalovy PMMA kryt (BRS,
BRSB)

socialni zafizeni
Idedlni pro aplikace s ¢astym
spinanim pohybovym &idlem.
Verze:
BRS - svitidlo s krytim IP40
300 - maly korpus @ 300 mm

LED fittings with cover

Body:

White painted (RAL 9003) metal
sheet

Optic:

KO - opal PMMA cover (BRS, BRSB)

KOPC - opal polycarbonate cover

residential use, corridors, stairs,
hygiene facilities

Suitable for sites with high
frequency switching or for
systems switched by a presence
detector

KOPC - opalovy polykarbonatovy 375 - stfedni korpus @ 375 mm (BRS) Version:
kryt (BRS) 480 - velky korpus @ 480 mm LED: BRS - 1P40
LED: BRSB - svitidlo s krytim [P44 Mid Power LED with driver 300 - small fitting (@ 300 mm)

Mid Power LED

300 - maly korpus @ 285 mm

2...warm white 3000K

375 - middle fitting (@ 375 mm)
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3. tepla bila 3000K 375 - stredni korpus @ 375 mm 3. cold white 4000K 480 - large fitting (@ 480 mm)
4., studena bila 4000K 480 - velky korpus @ 480 mm 5...daylight 5700K BRSB - IP 44 _
5...denni svétlo 5700K MIXW - tunable white 2700-6500K 300 - small fitting (2 285 mm)
MIXW - proménna teplota Wirifig: 375 - middle fitting (@ 375 mm)
: . : AR = 3
chromatiénosti 2700-6500K ND ~ not dirfiifiasle (standsed) 480 - large fitting (@ 480 mm)
El. vystroj: DALl - dimmable DALI
ND - nestmivatelné DIM - dimmable 1-10V
DALI - stmivatelné DALI SM - integrated active presence
DIM - stmivatelné analogové 1-10V detector - not compatible with
SM - integrovany mikrovinny NZ
senzor - nelze kombinovat s NZ NZ - emergency pack (except BRS/
NZ - nouzovy modul (mimo BRS/ BRSB 300)
BRSB 300) Application:
Aplikace: Surface mounted luminaire for
Prisazené kruhové svitidlo. Vhodné
pro bytové prostory, chodby,
BRSB: UCHYTKRYTU / COVER BRS: UCHYTKRYTU/ COVER BRS: POVRCH KRYTU / COVER LED MODUL A CHLADIC /LED

SURFACE

HOLDER

HOLDER

MODULE, COOLING PLATE




SVITIDLO H

LED vestavna miizkova svitidla

Téleso:

Bile praskové lakovany (RAL 9003) ocelovy plech

Opticky systém:

KV - opticky systém kategorie C2 z vysoce le$téného hliniku s opédlovym
krytem LED modulu

KVM - opticky systém kategorie C2 z matného hliniku s opalovym krytem
LED modulu

LED:

Mid Power LED

CRI 80 (CRI 90 na vyzadani)

3...tepla bila 3000K

4...studena bilad 4000K

MIXW - proménna teplota chromati¢nosti 2700-6500K

El. vystroj:

proudovy LED driver

ND - nestmivatelny (standard)

DIM - analogové stmivatelny 1-10V DC

DALI - digitalné stmivatelny DALI

MOWI - inteligentni bezdratové fizeni (str. 126)

Aplikace:

ISR —vestavné svitidlo pro instalaci do mineralniho podhledu modulu
600x600 nebo 625x625 mm

ISS - vestavné svitidlo pro instalaci do sadrokartonového podhledu,
pfipadné do mineralniho podhledu modulu 600x600 nebo 625x625 mm

- pocitacové pracovny, kancelaiské, obchodni a spolecenské prostory s
vysokymi naroky na omezeni oslnéni

PrisluSenstvi:
- pfichytky do sadrokartonového podhledu 1000004004 - jsou soucasti
baleni ISS

Varianty:

600 - modul 600

625 - modul 625

K - s konektorem GESIS

F - s pfivodni flexoridrou

UZAVRENY KORPUS / CLOSED
BODY

i DETAIL MRIZKY / LOUVRE DETAIL
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1S KVM

Recessed LED fittings with optic system

Body:

White painted (RAL 9003) metal sheet

Optic:

KV - double parabolic louvre categery C2 of highly polished aluminium,
with opal cover of LED madules

KVM - double parabolic louvre category C2 of mat aluminium, with opal
cover of LED modules

LED:

Mid Power LED

CRI 80 (CRI 90 on request)

3...warm white 3000K

4. .cold white 4000K

MIXW - tunble white 2700-6500K

Wiring:

LED current driver

ND - not dimmable (standard)

DIM - dimmable 1-10V DC

DALI - dimmable DALI

MOWI - intelligent wireles control (see page 126)

Application:

ISR - Recessed fitting for installation into false ceiling with visible
supporting structure (both 600x600 or 625x625 modules)

1SS - Recessed fitting for installation into gypsum plasterboard ceiling
orinto false ceiling with visible supporting structure (both 600x600 or
625x625 modules)

These LED fittings are recomended for offices, for lighting areas with quh
requirements for light and glare control

Accessories:
fixing clips for instalation into gypsum plasterboard
included in 1SS packing

1000004004

Versions:

600 - for 600 module
625 - for 625 module

K with GESIS connector
F - with flexible cord

1SO3 KONEKTOR /1503
CONNECTOR



SVITIDLO R

Vyrobky - Svitidla: Profesionalni svitidla > Svétlomety > FLOODLIGHT ASYMMETRIC

FLOODLIGHT ASYMMETRIC

Zde si vyberte verzi vaseho produktu

150 W 4000 K IP65 200 W 4000 K IP65
BK BK

FLOODLIGHT ASYM 200 W 4000 K IP65 BK

Vyhody produktu

» Uspora energie az 90 % ve srovnani s
halogenovymi reflektory

¢ Nulova hodnota horni G¢innosti svitidla

ARAR My SR AN S IS (ULOR 0 %) pfi montazi v naklonu 0°

e Stejnomérné rozlozeni osvétleni a

minimalizovany odlesk diky optickym
¢ockam

e 5leta zaruka

I
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LED interiérova prachotésna svitidla LED interior waterproof fittings
Téleso: Body:
Vysoce kvalitni lisovany polyester se skelnym viaknem High quality glass reinforced pressed polyester body + galvanized white
Zakladovy bile lakovany plech FeZn painted metal sheet, INOX clips
Nerezové spony Optic:
Opticky systém: CO - polycarbonate opal cover
CO - opélovy polykarbonatovy kryt PM - opal PMMA cover
PM - opalovy PMMA kryt LED:
LED: Mid Power LED
Mid Power LED CRI 80 (CRI 90 on request)
CRI 80 (CRI 90 na vyzadani) 3... warm white 3000K
3... tepld bild 3000K 4... cold white 4000K
4... studend bild 4000K 5... daylight 5700K
5... denni svétio 5700K Wiring:
El. vystroj: LED driver (constant current)
Proudovy LED driver ND - not dimmable (standard)
ND - nestmivatelné DALl - dimmable DAL!
DALI - stmivatelné DALI DIM - dimmable 1-10V
DIM - stmivatelné analogové 1-10V Application:
Aplikace: These light fittings can be used as surface mounted or suspended
Svitidlo je mozno instalovat jako pfisazené nebo zévésné. : Suspension hook and fixation clip is part of packaging (ZAHO+ZAKO)
Montézni set je soucasti dodavky (ZAHO+ZAKO). Accessorias:
Prislusenstvi: ZH/UNI4 - universal 4-wires suspension
ZH/UNI4 - univerzaIni 4-lankovy zavés Protection grid - OM
Ochranna mfiz - OM Suspension hook — ZAHA
Zavés - ZAHA Fixation clip - ZAKO
Driak -ZAKO Versions:
Mozné verze: F - with flexible cord
F - s flexondrou SM - fitting with MW senzor
SM - svitidlo s mikrevinnym senzorem P - continuous assembly (through wiring) 5x1,5 mm’
P - pro pribéznou montaz 5x1,5 mm? Note:
Poznamka: Fittings with PMMA cover can be alse used into objects with lower
Svitidla v provedeni s PMMA krytem je mozno pouZivat i v objektech concentration of ammonia
s nizkou koncentraci ¢pavku.
PL...TN UZKY/NARROW PL..2WSIROKY / WIDE SPONAKRYTU /CLIP PRUCHODKA / GRO MIMET
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NOUZOVE SVITIDLO

MATERIALY:
bilé polykarbonatové télo
prihledny polykarbonatovy kryt

MONTAZ:

Gunikové osvétieni - na st&énu nebo na strop; oznaceni vychodu - na sténu 1= - -
NAPAJENI:

230 VAC £10% / 50-60 Hz
ZDROJ SVETLA:

1,2W LED; 110im
POZOROVACI VZDALENOST:
20m

NABIJENI:

max 24h

AUTONOMIE A BATERIE:

1h nebo 3h; Ni-Cd

TRIDA IZOLACE:
Il

KRYTI 1P:

IP65

TEPLOTA OKOLI:

t, 0°C - 40°C

VOLBY:

PT - tladitko pro ruéni test

DODATECNE INFORMACE:

Kontrolka LED pro signalizaci sitového napajeni a nabijeni baterie
ochrana proti hlubokému vybiti

KONFIGURACE:
ROZMERY (mm)

k6D VIKON[W] MODUL Th)
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Ni-Cd

PRISLUSENSTVI - SOUCASTI DODAVKY:

LEGENDA:

ECL - svitidlo ECONOMIC LED

C - elektrovystroj pro STANDARD autonamni svitidla

SE - bezddribové - svitici pfi vypadku

SA - UidrZbové - stale svitici (s moZnosti zapojeni i jako SE)
PT - tlatitko pro ruéni test

CL - prahledny kryt
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